
Tackable Insert

Anodized Head Trim

with Integral 1" Map Rail

Angle Clip

 Vinyl Surface

Core Backing

0.50

H

Map Rail

End Caps

           Side Trim

      Map Rail

       Standard Widths:            Standard Height:

  4', 6', 8', 10', 12', 14', 16'                 4'

     Custom Dimensions available on request

             All boards sized Height x Width

W

H

Job #:

Item #:

Quantity #:

        Tackboard, 1/2" Fiberboard Core,

N23B-1B Series

Box Trim, No Tray, 1" Maprail,

Drawing is for assembly description only.

Components are not to scale for clarity purposes.

Core Backing:  1/2" Fiberboard.                                

Tackable Surface:  Vinyl-Type II on 1/2" Fiberboard.

Trim:  1 1/2" Box Trim - Anodized Aluminum.

Tray:  None.

Maprail:  1" - Anodized Aluminum.

Tackable Maprail Insert:  Vinyl-Type II on 1/4" Natural Cork.

Type II Vinyl

  All aluminum extrusions have a mininum thickness of 0.062"
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	Text1: 
	Text2: 
	Text3: 
	Text4: • Snap a level chalk line on the wall at the desired mounting height, (or slightly higher than the desired mounting height to ensure the line is not visible once the installation is complete). Align the bottom mounting “L” brackets with the chalk line and attach them to the wall with wall fasteners appropriate to the wall type. The slotted side of the brackets should face towards the wall. For the strongest attachment, the wall fastener should be at the top of the slot when the bottom flange of the angle bracket is aligned with the chalk line.• Attach the top mounting “L” brackets so the tops of the brackets are ¼” above the actual board height. Do not completely tighten fasteners at this point.• Install the board by placing the bottom edge on top of the bottom mounting “L” brackets. Press the board firmly to the wall and install screws through bottom brackets into the bottom edge of the board.• Using a rubber hammer, tap the top mounting bracket down tight against the board. Be careful not to damage the wall during the step. Install screws through the top mounting brackets into the board.**AJW Visual Display Products can only be received, stored, and installed in environments that are temperature controlled. Mold and mildew can occur in wet, damp or humid environments – Visual Display Products must not be installed in these conditions.  
	Text5: Installation Instructions


